Hi, Craig,
 
Digging through the E-log, excluding some early days and some special runs, here is a list of specified NuMI beam targeting positions.  Since Peter is the one who usually puts this in Auto-Tune, he might have some records as well of the specification, to see if I missed any.
 
   X      Y  (units mm)
-1.2   1.0    May 2005 to  August 2006
-1.1   0.0    Sept 2006  (changed target NT01 to NT02), for about 1 month until
-1.2   1.0    Oct 2006 (moved target to better match horn),  until
-0.8   0.6    July 2008 (replaced horn 1 PH1-01 with PH1-02), until
 0.2   0.6    May 6 2010  move after target NT-03 bent, until
 0.9   0.6    May 12 2010 MINOS+MINERVA would rather be centered on target than average of target and horn, until now


Jim Hylen 

W,

Diging hrough the o, exciuaingsome ery days and some specil
e, ert 3 f $pciied B beam agesinpostions. S
Peeris the one who sl uts his n Auto-Tune, he might have
some recorés a welof h spcicton, 1 see | s .

X ¥ ntsom)
12 10 May 2005 o August 2006

%L1 00 Sept 2006 (changed target NTOL 0 NTOD), for about 1
12 10 0ct 2008 moved target o bettr match borr), -
08 05 Jly 2008 rplced horn 1 PHLO with PHLOD), un
02 05 May 62010 move ster target N3 ent, untl

05 06 May 12 2010 MINOSSMNGRVA woul rster b cetered
onarge han average of argetand horn, nd now

s




